NEPTUNE STRAINER

NEPTUNE COMPOUND OR TURBINE METER
/ AUTOMATIC BILLING AND READING
RECEPTACLE W/25’ WIRE INSTALLED
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MUELLER NO.2360—16 GATE VALVE
D.\. TEE, MIXFLG OR MJXFLG, W/EVERDUE STEM &
TAPPING SLEEVE SS 316 FASTENERS W/2” NUT
(MUELLER: H615, H616 &NRS OPENING CCW.
OR H619) ELEVATION
2" BRASS SWEAT 90° BEND
2" BRASS MIP x SWEAT ADAPTER (1vpy .
2" BRASS NIPPLE 4” THK. CONCRETE
2" FIP BALL VALVE W/LOCKWING SLAB (520-C-2500)
2" BRASS NIPPLE OVER 6" CAB
BLIND FLANGE x 2” FIP COMPACTED TO 95%
TEE REQUIRED FOR 2" TYPE K RIGID

——

2 — 1 1/2" BRASS NIPPLE
1 1/2" FIP BRASS 90° BEND
*1 1/2" FIP BALL VALVE W/ LOCKWING

TEE W/BLIND FLG. x 2" FIP
W/2" BRASS NIPPLE & 2" FIP
LOCKWING BALL VALVE W/2° MIP PLUG

& MIP PLUG

NOTE:

1) ALL JOINTS FLANGED UNLESS OTHERWISE SHOWN.
ALL FASTENERS SHALL BE 316 ST. STEEL.

PARTIAL PLAN

*0"
2) D.Il. PIPE SIZES 3" & 4". 2 3{%0:3/}}:'\;{\:5
3) IF BYPASS IS REQUIRED, IT SHALL BE 2" COPPER *1 1/2" BALL VALVE
4) GATE VALVES SHALL HAVE EVERDUR STEMS, / W/LOCKWIN

HANDWHEELS & NRS OPENING CCW.

ACCOMPANING STD’S T700, T701, T712, T713 AND T723.
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